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Bismuth I ngot

Formula: Bi

Per centage Purity: 99.999%
Product Shape: Ingot
Maximum Lump Size: 100mm
Weight: 10000g

CAS Number: 7440-69-9

UOM Code: 923-281-37

SK'U: 1000036031-group
Product Code: BI00-LP-000115

Material Propertiesfor Metals

Atomic Properties

Element Value
Atomic number 83
Crystal structure Rhombohedral
Electronic structure Xe 4f1? 5d1? 62 6p3
Valences shown 3,5
Atomic weight( amu) 208.9804
Thermal neutron absorption cross-section( Barns) 0.034
Photo-electric work function( eV ) 44
Atomic radius - Goldschmidt( nm ) 0.182
lonisation potential( No./eV ) 5/ 56.0
lonisation potential( No./eV ) 1/7.29
lonisation potential( No./eV ) 3/ 25.6
lonisation potential( No./eV ) 4/ 45.3
lonisation potential( No./eV ) 6/ 88.3
lonisation potential( No./eV ) 2/ 16.7

M echanical Properties

Element Value
Materia condition Polycrystalline
Poisson'sratio 0.33

Bulk modulus( GPa) 313



Element Value
Tensile modulus( GPa) 34
Hardness - Vickers( kgf mm?2) 16-19

Electrical Properties

Element Value
Electrical resistivity( pOhmem) 117@20@20°C
Temperature coefficient( K?t) 0.0046@0-100°C

Thermal emf against Pt (cold OC - hot 100C)( mV ) -7.34
Physical Properties
Element Value
Boiling point( C) 1560
Density( gcm?) 9.8@20°C

Thermal Properties

Element Value
Melting point( C) 271.3
Latent heat of evaporation( Jg?*) 857
Latent heat of fusion(Jg?) 52
Specific heat( JK? kg?*) 124@25°C
Thermal conductivity(W m?t K?*) 7.9@0-100°C

Coefficient of thermal expansion( x107? K?*) 13.4@0-100°C



